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Double-D Panel Cut-out

Single-D Panel Cut-out

RJ45 - IP67  Industrial  Ethernet  Connector System

Description

Order data

Product drawing

Protection cap plastic Protection cap metal

for plastic version

Recommended Panel Cut-out

for metal version

Type Material Surface RJ45 Cat.5e design, shielded Sealing Protection cap Part Number

Receptacle Plastic black Socket connector IDC termination 17-10015
Receptacle Plastic black Socket connector IDC termination Sealing compound 17-10033
Receptacle Plastic black Socket connector IDC termination with protection cap 17-10021
Receptacle Plastic black Socket connector IDC termination Sealing compound with protection cap 17-10037
Receptacle Plastic metallized Socket connector IDC termination 17-10016
Receptacle Plastic metallized Socket connector IDC termination Sealing compound 17-10034
Receptacle Plastic metallized Socket connector IDC termination with protection cap 17-10022
Receptacle Plastic metallized Socket connector IDC termination Sealing compound with protection cap 17-10038
Receptacle Zinc die-cast nickel plated Socket connector IDC termination 17-101774
Receptacle Zinc die-cast nickel plated Socket connector IDC termination Sealing compound 17-102174
Receptacle Zinc die-cast nickel plated Socket connector IDC termination with protection cap 17-101834
Receptacle Zinc die-cast nickel plated Socket connector IDC termination Sealing compound with protection cap 17-102194

RJ45-IP67 Panel mounted receptacle
IDC Cat. 5e – Bayonet locking – Plastic or zinc die-cast

	 For front- or rear panel mounting up to wall thickness of 3.2 mm
 Design: 

 - Black plastic or metallized
 - Zinc die-cast nickel plated
 RJ45 Cat. 5e IDC shielded
	 Available as a set with protection cap
 Plastic housing: blue, green, yellow, red and white on request

Protection cap metal


